**Product Name:**
ANTICORROSIVE ROOF PAINT

**Product Code:**
D 304

**Suggested Primer:**
Etch Primer

**Generic Type:**
Long oil modified alkyd

**General Description:**
Especially formulated for use on metal roofing to withstand tropical weathering and to inhibit corrosion.

**Recommended Uses:**
- Galvanized iron
- Aluzinc roofings
- Aluminium

**Features/Benefits:**
- Tough finish
- Anti-fungus and mildew
- Glossy finish
- Anti-mildew

**Product Data:**

<table>
<thead>
<tr>
<th>Coverage</th>
<th>8 - 10 sq.m. per litre</th>
<th>85 - 110 sq.ft per litre.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Drying Time</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Touch Dry</td>
<td>6 - 8 hrs.</td>
<td></td>
</tr>
<tr>
<td>Re-Coat</td>
<td>overnight</td>
<td></td>
</tr>
<tr>
<td>Hard Dry</td>
<td>overnight</td>
<td></td>
</tr>
<tr>
<td>Application</td>
<td>Brush, roller or spray.</td>
<td>Thin up to 10% for spraying</td>
</tr>
<tr>
<td>Gloss</td>
<td>up to 12 months – glossy</td>
<td>after 12 months - flat</td>
</tr>
<tr>
<td>Colour</td>
<td>Roof Red, Roof Green, Buckingham Green</td>
<td></td>
</tr>
</tbody>
</table>

**Directions for Use:**

**New and Unpainted:**
Apply 1 coat Kaleidoscope Etch Primer to Galvanised Iron ("weathered" less than 6 months). (Aluminium or Aluzinc) Then apply 2 coats of Kaleidoscope Anticorrosive Roof Paint.

**Previously Painted:**
To bare metal areas, apply 1 coat Kaleidoscope Etch Primer followed by 1 coat Kaleidoscope Anticorrosive Roof Paint. Then over the entire surface apply 1 or 2 coats Kaleidoscope Anticorrosive Roof Paint.

**Glosser/Cleaner:**
Brush Kaleidoscope Thinner 2000
Roller Kaleidoscope Thinner 2000
Spray Kaleidoscope Thinner 2003

**Flash Point:**
39°C (102F)
General Surface Preparation:

New and Unpainted:
Ensure surface is dry and cleaned free of all dust, dirt, oil, grease and other debris.

Galvanised Iron: Allow to "weather" for at least 6 months.

Previously Painted:
Remove any loose, flaking, peeling, semi-adherent paint or rust to obtain a clean, firm, sound surface.