Product Name: OIL VARNISH STAIN

Generic Type:
Transparent pigment dispersion in a urethane modified alkyd.

General Description:
Transparent simulated natural wood colours in a glossy varnish for altering the colour of the wooden surface while enhancing its wood grain.

Recommended Uses:
Suitable for changing to new attractive natural colours on wooden floors, chairs, furniture and other woodwork.

Features/Benefits:
- Abrasion resistant
- High gloss finish

Directions for Use:
**New and Unvarnished:**
(a) Full exposure to direct sunlight - Apply 1st coat Kaleidoscope Oil Varnish Stain, thinned 25%.
(b) No exposure to direct sunlight – An alternative to (a) above, apply 1 coat Kaleidoscope N.C. Sanding Sealer.
(c) Follow (a) or (b) with 2 full coats Kaleidoscope oil Varnish Stain.

**Previously Varnished:**
On bare worn areas, apply 1 or 2 coats Kaleidoscope Oil Varnish Stain.

Product Code: D 308

Suggested Primer: Not Required

Product Data:

**Coverage:**
- 7 - 9 sq.m. per litre
- 75 - 100 sq.ft. per litre

**Drying Time:**
- Touch Dry 3 - 4 hrs.
- Re-Coat overnight
- Hard Dry overnight

**Application:**
Brush or spray. Thin up to 10% for spraying

**Gloss:**
Glossy

**Colour:**
Antique Black, Dark Oak, Mahogany and Walnut

**Thinner/Cleaner:**
Brush Kaleidoscope Thinner 2000
Spray Kaleidoscope Thinner 2003

**Flash Point:**
39ºC (102F)
General Surface Preparation:

**New and Unvarnished:** Ensure surface is dry and cleaned free of all dust, dirt, oil, grease and other debris. Fill all holes, cracks and crevices etc. with a proprietary wood filler. Rub down with abrasive paper to obtain a smooth, firm surface.

**Previously Varnished:** Remove any loose, flaking, cracking, crazing, peeling, semi-adherent varnish, dirt, dust, oil, grease and other debris. Fill all holes, cracks, crevices etc. with a proprietary wood filler. Rub down with abrasive paper to obtain a smooth, firm surface.