**Product Name:**
PAINT REMOVER

**Generic Type:**
A blend of extremely strong solvents.

**General Description:**
A non-flammable mixture incorporating a thickening agent to reduce evaporation to assist active penetration of several old coats of paints and/or varnishes.

**Recommended Uses:**
For the removal of all types of paints and varnishes including epoxies, polyurethanes, stoved or baked enamels, acrylics, vinyls and other Heavy Duty High Performance coatings.

**Directions for Use:**
Use plastic or rubber gloves and goggles to protect the hands and eyes. Restrict application to an area not more than 2000 sq. cm. (approx. 2 sq.ft.) at a time.
Flow on a heavy coat, using a soft brush and stroking in one direction only. Allow Paint Remover to remain on surface, for 5 - 15 mins., until the coating is completely blistered before attempting to remove.
Further applications may be necessary with some tough coatings. Use paint scraper/wire wool to remove the loosened coating while flushing with water. Finally abrade the surface free of all residues and allow to dry.

**Features/Benefits:**
- Removes the toughest coatings (industrial, automotive and decorative)
- Permits safer application of thick films
- Provides for easy rinsing

**Product Code:**
Z 102

**Suggested Primer:**
Not Required

**Product Data:**

- **Coverage:**
  Dependent on thickness of coating to be removed, normally 2.5-5.0 sq.m. (27-54 sq.ft.) per litre.
- **Thinner/Cleaner:**
  Water
- **Flash Point:**
  Non-inflammable

**Applicable Information:**

- **CAUTION:** Avoid contact with skin or eyes which may be irritated. Avoid prolonged or repeated breathing of vapour or contact with skin. Contact with flame or hot surface may produce toxic gases. Use with adequate ventilation. Wash thoroughly after using. If contact results in stinging or smarting, flush skin or eyes with plenty of water. Get medical attention urgently, if eyes have been in contact

**Doc No/Rev No./Rev Date:** 09/01/2011
General Surface Preparation:

Remove all loose and peeling paint with scrapers or high pressure rinse. Surface must be dry before application of this product.