**Product Name:**
TEXTURED COATING

**Generic Type:**
Acrylic Co-polymer emulsion resin

**General Description:**
A heavy bodied, hard wearing textured coating capable of filling minor cracks, crevices and small holes. Also is able to obscure the unsightly appearance of poor quality workmanship on surfaces. Has good exterior durability and fungus resistance.

**Recommended Uses:**
Suitable as an attractive decorative textured finish for masonry and wooden surfaces. Also useful for obliterating unsightly appearance of poorly finished surfaces.

**Features/Benefits:**
- Excellent resistance to mildew and fungus
- Excellent opacity
- Hard, tough, abrasive resistant
- Various Patterns with various rollers
- Long life and decorative appeal

**Suggested Primer:**
Concrete/cement: No primer. Use Kaleidoscope Etching solution
New wood: Kaleidoscope Universal Undercoat
Metals: Kaleidoscope Metal Primer, Red Oxide or Zinc Chromate

**Product Code:**
D 212

**Product Data:**

<table>
<thead>
<tr>
<th>No. of Coats:</th>
<th>1</th>
</tr>
</thead>
</table>
| Coverage (per coat): | 1.2 - 1.5 sq.m. per litre
13 - 16 sq.ft. per litre depending on porosity and texture of the surface and film thickness applied. |
| Setting and Drying Time: | Initial "Set" 3 - 5 mins.
Final "Set" 10 - 15 mins.
Hard Dry overnight |
| Application: | Large stippling brush, *texture roller or medium naplambswool roller (*available for purchase). |
| Gloss: | Flat |
| Colour: | White (Off White Pastel Colours available by special order) |
| Cleaner: | Water |
| Flash Point: | Not applicable |
General Surface Preparation:

Clean the surface free of all dust, dirt, oil, grease, moss, algae and other debris. Also remove any loose, flaking, peeling and semi-adherent paint by hand scraping, wire-brushing and abrasive sanding to obtain a clean, firm, sound surface.

Treatment for Algae and Fungus Infection:
Use water to wash affected areas thoroughly. Dilute 1 part Domestic Bleach with 1 part water and apply liberally, using brush or sponge. Follow with 1 coat Kaleidoscope Sterilising Solution and allow to dry overnight.

Directions for Use:

DO NOT THIN
Dry porous surfaces should be moderately soaked with clean water before application. Use a large stippling brush to quickly apply an even coat of adequate thickness. At initial “set,” use roller to achieve the desired effect. When final "set" is occurring, use flattening sheet * to flatten sharp points, peaks and edges to prevent a hazardous abrasive surface.

* Fabricate a firm flat board/sheet 15 - 30cm. (6 - 12 ins.) wide by 25 - 40 cm. (10 - 15 ins.) long using plywood or aluminium sheet.