## Product Name:
**DECK PAINT - Smooth (M 103) & Non Skid (M 104)**

## Generic Type:
Epoxy Ester modified Alkyd

## General Description:
A hard, tough, fast drying coating having very good abrasion resistance. Has excellent weathering properties. Very good resistance to water, sea-water, mineral oils, acids, alkalis and salts.

## Recommended Uses:
For decks, gangways, steps and corridors.

## General Surface Preparation:
Remove all dust, dirt, oil, grease, loose and semi-adherent paintwork, rust, mill-scale and other debris to obtain a clean dry sound surface. Clean to Hand Tool or Power Tool finish, SSPC-SP- 2 or 3, but preferably abrasive blast clean to Brush-Oft or Commercial finish, SSPC - SP-7 or 6.

## Directions for Use:
**Primed Areas:** 2 coats.  
**Previously Painted:** 1 or 2 coats

## Suggested Primer:
Bare metal areas to be primed with Kaleidoscope Zinc Chromate Primer, or Universal Metal Primer.

## Product Code:
M 103

## Product Data:
**Solids Volume:** 36.0%  
**Film Thickness (per coat):**  
Wet 110microns (4 mils.)  
Dry 40 microns (1112 mil.)  
**Coverage (per coat):**  
7 - 9sq.m. @ 40microns d.f.t.  
75 – 100 sq.ft. . @ 1112 mils. d.t.t.  
**Drying Time:**  
Touch Dry 1 - 2 hrs  
Re-coat 12 hrs  
Hard Dry 12 hrs  
**Application:**  
Brush, roller or spray.  
Thin 10% for spraying  
**Colour:** Green and Red  
**Gloss:** Smooth - Semi Gloss  
Non Skid - Matt  
**Thinner/Cleaner:**  
Brush Kaleidoscope Thinner 2000  
Roller Kaleidoscope Thinner 2000  
Spray Kaleidoscope Thinner 2003  
**Flash Point:** 39°C (102F)

---

Doc No/Rev No./Rev Date: 09/01/2011