**Product Name:**  
ALUMINIUM WOOD PRIMER

**Product Code:**  
D 313

**Suggested Primer:**  
Not Required

**Generic Type:**  
Aluminium paste/oil modified alkyd.

**General Description:**  
Specially formulated for use as a barrier coat for sealing new wooden surfaces where resinous exudation is a likely problem.

**Recommended Uses:**  
Specially developed as a primer barrier coat for sealing new wooden surfaces where resinous exudation is a likely problem.

**Features/Benefits:**
- Good penetration into porous substrates.
- Tolerant of less than optimum surface preparation.
- Excellent stain resistance.

**Directions for Use:**  
Kaleidoscope Aluminium Wood Primer is supplied ready to apply by brush or roller. Stir well before use. Allow to dry at least 12 hours before over coating.

**Product Data:**
- **No. of coats:** 1
- **Coverage:**
  - 10 - 12 sq.m. per litre
  - 110 - 130 sq. ft. per litre
- **Drying Time:**
  - Touch Dry: 2 – 3 hrs.
  - Over Coat: 12 hrs
- **Application:**
  - Brush, roller or spray.
  - Thin up to 10% for spraying
- **Gloss:**
  - Matt
- **Colour Range:**
  - Aluminium
- **Thinner/Cleaner:**
  - Brush Kaleidoscope Thinner 2000
  - Roller Kaleidoscope Thinner 2000
  - Spray Kaleidoscope Thinner 2003
- **Flash Point:**
  - 39°C (102°F)

Doc No/Rev No./Rev Date: 09/01/2011

---

**FACTORY AND OFFICES:**  
El Socorro Est. Rd. Churchill Roosevelt Highway, San Juan. Trinidad West Indies.  
Telephone: PBX 868-638-2213-2216, 2222, 2369, 5183  
Fax: 868-675-0416, 2001  
Mailing Address: P.O. Box 227, Port-of-Spain, Trinidad. West Indies.  
Email: ksp@tstt.net.tt  
www.kscopepaints.com

**SOUTH BRANCH:**  
#99 Market Street  
Marabella, Trinidad  
West Indies  
Telephone: 868-658-1818  
Fax: 868-658-2839

---

**KALEIDOSCOPE PAINTS LTD.**  
A Paint Company Trusted for Manufacturing High Quality Products!  
PRODUCT DATA SHEET
General Surface Preparation:

Ensure the surface is dry and cleaned free of all dust, dirt and other debris. Rub down with abrasive paper to obtain a smooth finish.