**Product Name:**
*BITUMINOUS ALUMINIUM PAINT*

**Generic Type:**
Aluminium Flakes/Bitumen/Oleoresinous Medium

**General Description:**
The unique combination of bitumen and aluminium flakes provides excellent moisture and vapour impermeability for a very good water resistant finish.

**Recommended Uses:**
Suitable for overcoating previously applied bituminous paints. Also as a heat reflective finish on mastic asphalt and other roof coatings.

**Directions for Use:**
Kaleidoscope Bituminous Aluminium Paint is supplied ready to apply by brush or roller. Thin up to 10% with Kaleidoscope Thinner 2000 for spray application. Apply one or two coats of Kaleidoscope Bituminous Aluminium allowing at least 16 hours between coats. **Stir well before use.**

**General Surface Preparation:**
Ensure the surface is dry and cleaned free of dust, dirt and other debris.

**Product Code:**
I 112

**Suggested Primer:**
Not Required

**Product Data:**
- **Solids Volume:** 38%
- **Film Thickness (per coat):**
  - Wet: 65 microns (2 ½ mil.)
  - Dry: 25 microns (1 mil.)
- **No. of Coats:** 1 or 2
- **Coverage:**
  - 8 - 10 sq.m. @ 25 microns d.f.t.
  - 85 - 110 sq.ft. @ 1 mil. d.f.t.
- **Drying Time:**
  - Touch Dry: 1 hr.
  - Re-Coat: 16 hrs.
  - Hard Dry: 16 hrs.
- **Application:**
  - Brush, roller or spray
  - Thin up to 10% for spraying
- **Colour:**
  - Aluminium (bronze undertone)
- **Gloss:**
  - Low Sheen
- **Thinner/Cleaner:**
  - Kaleidoscope Thinner 2000

**Directions for Use:**
Kaleidoscope Bituminous Aluminium Paint is supplied ready to apply by brush or roller. Thin up to 10% with Kaleidoscope Thinner 2000 for spray application. Apply one or two coats of Kaleidoscope Bituminous Aluminium allowing at least 16 hours between coats. **Stir well before use.**