**Product Name:**
L.P.G. CYLINDER ENAMEL

**Generic Type:**
Oil modified alkyd

**General Description:**
A fast drying single-coat high gloss finish providing good gloss retention and abrasion resistance.

**Recommended Uses:**
For L.P.G. cylinders.

**Features/Benefits:**
- Fast Drying
- High Gloss with good gloss retention
- Abrasion resistance

**Directions for Use:**
Apply - 1 full coat Kaleidoscope L.P.G. Cylinder Enamel

**General Surface Preparation:**
Remove any dust, dirt, oil, grease, loose and semi-adherent paintwork, rust, millscale and other debris to obtain a clean dry sound surface. Clean to Hand Tool finish, SSPC-SP-2 or power tool finish, SSPC-SP-3.

**Product Code:**

**Suggested Primer:**
Not Required

**Product Data:**

- **Solids Volume:** 48%
- **Film Thickness (per coat):**
  - Wet 83 microns (3 mils.)
  - Dry 40 microns (1½ mils.)
- **No. of Coats:** 1
- **Coverage (per litre):**
  - 7 - 9 sq.m. @ 40 microns d.f.t.
  - 75 - 100 sq.ft. @ 1 ½ mils. d.f.t.
- **Drying Time:**
  - Touch Dry 15 - 20 mins.
  - Hard Dry 4 hrs.
- **Application:** Brush or Spray
- **Colour:** Grey, N.P. Red and White
- **Gloss:** High Gloss
- **Thinner/Cleaner:** Kaleidoscope Thinner 2003
- **Flash Point:** 23°C (73°F)

Doc No/Rev No./Rev Date: 09/01/2011